The Vacuum Transfer System TPC 85

Operate in dense phase

Designed to handle difficult materials
Capacity up to 3000 litres/hour
Automatic level control*

Designed for cleaning in place*

Available for Atex 2/22 areas Option :
Assembled with rocking bolts
* according to selected option




The Vacuum Transfer System TPC 85
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Designation
Cleaning System
Cyclone
DN 150 Valve
Clamp
DN 150 Sleeve
SMS 25 Coupling (vacuum)
Coupling Compressed Air (male)
Cable Protection
Coupling Compressed Air (female)
DN 150 Flange
SMS 38 Coupling (material)
Tight Seal
Filter Cartridge
0,3 liter Accumulator
Cleaning Electro Valve
Suction Probe
Flexible Hose Material @38
Control Panel
Vacuum Pump
Flexible Hose Vacuum @25

Options

LEVEL DETECTOR
FLUIDISATION NOZZLE
PNEUMATIC VIBRATOR

Material
316 L Stainless Steel
304 L or 316 L Stainless Steel
316 L Stainless Steel
304 L Stainless Steel
316 L Stainless Steel
316 L Stainless Steel
304 L Stainless Steel
Rubber
304 L Stainless Steel
316 L Stainless Steel
316 L Stainless Steel
Silicon
Polyesther/Silicon
304 L Stainless Steel
Bronze
304 L or 316 L Stainless Steel
Antistatic Crystal PVC
Stainless Steel
16 to 60 m*/h
Antistatic Crystal PVC

1 to 3 According to demand
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TOP VIEW
(Cover removed)

® o ACTUATOR

BEB

PARAMETERS

TH : Total Height = 710 mm
D ext. : External Diameter = 223 mm
D int. : Internal Diameter = 150 mm
Mass of cyclone : 18 kg

X =265 mm
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